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Environmental Protection Agency § 63.3151 

COMPLIANCE REQUIREMENTS FOR 
ADHESIVE, SEALER, AND DEADENER 

§ 63.3150 By what date must I conduct 
the initial compliance demonstra-
tion? 

You must complete the initial com-
pliance demonstration for the initial 
compliance period according to the re-
quirements of § 63.3151. The initial com-
pliance period begins on the applicable 
compliance date specified in § 63.3083 
and ends on the last day of the month 
following the compliance date. If the 
compliance date occurs on any day 
other than the first day of a month, 
then the initial compliance period ex-
tends through the end of that month 
plus the next month. You must deter-
mine the mass average organic HAP 
content of the materials used each 
month for each group of materials for 
which an emission limitation is estab-
lished in § 63.3090(c) and (d) or 
§ 63.3091(c) and (d). The initial compli-
ance demonstration includes the cal-
culations according to § 63.3151 and sup-
porting documentation showing that 
during the initial compliance period, 
the mass average organic HAP content 
for each group of materials was equal 
to or less than the applicable emission 
limits in § 63.3090(c) and (d) or 
§ 63.3091(c) and (d). 

§ 63.3151 How do I demonstrate initial 
compliance with the emission limi-
tations? 

You must separately calculate the 
mass average organic HAP content of 
the materials used during the initial 
compliance period for each group of 
materials for which an emission limit 
is established in § 63.3090(c) and (d) or 
§ 63.3091(c) and (d). If every individual 
material used within a group of mate-
rials meets the emission limit for that 
group of materials, you may dem-
onstrate compliance with that emis-
sion limit by documenting the name 
and the organic HAP content of each 
material used during the initial com-
pliance period. If any individual mate-
rial used within a group of materials 
exceeds the emission limit for that 
group of materials, you must deter-
mine the mass average organic HAP 
content according to the procedures of 
paragraph (d) of this section. 

(a) Determine the mass fraction of or-
ganic HAP for each material used. You 
must determine the mass fraction of 
organic HAP for each material used 
during the compliance period by using 
one of the options in paragraphs (a)(1) 
through (5) of this section. 

(1) Method 311 (appendix A to 40 CFR 
part 63). You may use Method 311 for 
determining the mass fraction of or-
ganic HAP. Use the procedures speci-
fied in paragraphs (a)(1)(i) and (ii) of 
this section when performing a Method 
311 test. 

(i) Count each organic HAP that is 
measured to be present at 0.1 percent 
by mass or more for OSHA-defined car-
cinogens, as specified in 29 CFR 
1910.1200(d)(4), and at 1.0 percent by 
mass or more for other compounds. For 
example, if toluene (not an OSHA car-
cinogen) is measured to be 0.5 percent 
of the material by mass, you do not 
have to count it. Express the mass 
fraction of each organic HAP you 
count as a value truncated to four 
places after the decimal point (e.g., 
0.3791). 

(ii) Calculate the total mass fraction 
of organic HAP in the test material by 
adding up the individual organic HAP 
mass fractions and truncating the re-
sult to three places after the decimal 
point (e.g., 0.7638 truncates to 0.763). 

(2) Method 24 (appendix A to 40 CFR 
part 60). For coatings, you may use 
Method 24 to determine the mass frac-
tion of nonaqueous volatile matter and 
use that value as a substitute for mass 
fraction of organic HAP. 

(3) Alternative method. You may use 
an alternative test method for deter-
mining the mass fraction of organic 
HAP once the Administrator has ap-
proved it. You must follow the proce-
dure in § 63.7(f) to submit an alter-
native test method for approval. 

(4) Information from the supplier or 
manufacturer of the material. You may 
rely on information other than that 
generated by the test methods specified 
in paragraphs (a)(1) through (3) of this 
section, such as manufacturer’s formu-
lation data, if it represents each or-
ganic HAP that is present at 0.1 per-
cent by mass or more for OSHA-defined 
carcinogens, as specified in 29 CFR 
1910.1200(d)(4), and at 1.0 percent by 
mass or more for other compounds. For 
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